
49 (1-15/16)

4 (5/32)

)
4/

1-
4( 

2.
8

0
1

)
4

6/
3

1-
2( 

6
5

)
8/

1-
2( 

4
5

35 (1-25/64)

44.9 (1-25/32)

)
2

3/
1

3-
1( 

0
5

63.5 (2-1/2)

78.7 (3-7/64)

35.2 (1-25/64)

)
6

1/
5

1-
1( 

2.
9

4

36.9 (1-29/64)

˚52 ˚52

12 (15/32)* 360˚

Mounting  Position without Accessories

* Minimum  distance  to  g rounded  parts  or  walls
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Mounting  Position with Accessories

* Minimum distance  to grounded  parts  or walls

90˚

Series CA8 & Series CAU8 (Contactors & Reversing Contactors)

Dimensions are in millimeters (inches). Dimensions not intended for manufacturing purposes.

Reversing Contactors & Accessories

Contactor with... Dim. [mm]
Dim. 

[inches]
reversing with mechanical interlock 89.8 3.53
with aux. contact block 78.7 3.1
with timer on contactor 81.7 3.25

at side of contactor 66.9 2.63
with neutral terminal at side of contactor 64.9 2.56
with protection element
with nameplate 51 2
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Mounting  Position with Accessories

* Minimum  distance  to  g rounded  parts  or  walls

90˚


